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No.8369 Shangyuan Road, Xi'an Economic 
And Technological Development Zone, 
Xi'an Shaanxi, China .   
Web: en.longi-solar.com

Specifications included in this datasheet 
are subject to change without notice. 
LONGi reserves the right of final 
interpretation. （20210926 Draft V01）

Operating Parameters
Operating Temperature -40℃ ~ +85℃ 

Power Output Tolerance 0 ~ 3%

Voc and Isc Tolerance ±3% 

Maximum System Voltage DC1500V (IEC) 

Maximum Series Fuse Rating 20A 

Nominal Operating Cell Temperature 45±2℃

Protection Class Class II

Fire Rating Class C

Mechanical Loading 
Front Side Maximum Static Loading 5400Pa 

Rear Side Maximum Static Loading 3600Pa 

Hailstone Test 25mm Hailstone at the speed of 23m/s

Temperature Ratings (STC)
Temperature Coefficient of  Isc +0.060%/℃

Temperature Coefficient of  Voc -0.240%/℃

Temperature Coefficient of  Pmax -0.290%/℃
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25-Years Power Warranty
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86.50%

1 10 155 20 25

+0.95%

93.05%

98.00%
98.50%

100%

90.30%

87.85%

84.80%

+1.20%
+1.45%

PERC
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